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md 4540 is considered to run inon East/West direction.
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CONSTRUCTION DETAILS NOTES
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GEOMETRIC LEGEND

EXISTING GEOMETRICS
PROPOSED GEOMETRICS

UTILITY LEGEND

- P o M nn E* O

- » O m n E @

GAS MAIN

WATER MAIN

SEWER MAIN
ELECTRIC CABLES
STORM DRAIN
AERTAL CABLES
TELEPHONE CABLES

Install 1 in. liquid tight flexible conduit for loop detector lead-in.
Instal |l 6x20 lcop detector (3-6-3 turn) for Que defection.

Use existing handhole.

Use existing conduit.

Use existing cabinet/controller.

installation of all signal equipment,

accordance with MD-SHA standards.

No.: AABB5ASG/B56.

@
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to be considered complete.

1. Geometrics shall be confirmed prior to the installation of signal equipment. All froffic
signal foundations shall be installed at final sidewalk or curb grode for closed sections.
highest roadway profile grade for open sections to meet clearances as specified in MD 816.03,
MO 818.01, MD 818.02, MD 818.04. The contractor shall verify ultimate grades prior to the

7. Pavement markings detailed are propesed and are fo be instalied by the Contractor in

Al'l other pavement markings will either be installed as

part of the Developer’s project or are to be considered as existing.

Revision 'E' is a revision to the traffic signal built in January 26, 1973 under S.H.A. Contract

All underground and overhead utilities shown on these plans are schematic cnd are not
The Contracter shall be responsible for notifying olf utility
companies prior to construction so that all utilities may be located in the field.

If the

Contractor perceives that a confiict between the utilities and the traffic signal equipment
‘will occurs the Contractor shall notify the appropriate Project Engineer immediately.

5. Remove -all unused cables.
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